
 
MasterSeal® 615  

 

Waterbased PU undertile membrane 
 

DESCRIPTION  
MasterSeal 615 is a fibre enhanced one 
component water based polyurethane membrane 
that has been designed for a range of 
waterproofing applications where the membrane is 
to be covered over with tiles, screeds, concrete 
beds etc. 
Based on unique polyurethane technology, 
MasterSeal 615, provides a user friendly one 
component membrane that achieves good film 
build, with reinforced and elastomeric properties 
once the membrane is dried. 
MasterSeal 615 offers excellent adhesion 
properties over building substrates including 
concrete, masonry, renders, cement sheeting, wet 
area sheet surfaces and plasterboard surfaces. 
MasterSeal 615 possesses excellent low water 
vapour transmission properties and is fully 
compatible with polymer modified cement based 
tile adhesives, screeds and renders. MasterSeal 
615 is ideally suited as a general purpose wet area 
membrane. 
MasterSeal 615 meets the requirements of: 
 AS/NZS 4858:2010 Wet Area Membranes as a Class 
III membrane 
 AS3740:2010 Waterproofing of Wet Areas Within 

Residential Buildings 

RECOMMENDED USES  
MasterSeal 615 is recommended for: 
 Wet areas and shower alcoves 
 Podiums, terraces, balconies and deck areas 
 Sandwich seal between existing and new 

substrate, eg old to new concrete; cement 
screeds over concrete and CFC surfaces 

 Waterproofing applications requiring high 
vapour barrier 

FEATURES AND BENEFITS  

 Able to move with structure -Elastomeric and 
flexible with good tensile strength properties   

 Suitable for constantly wet conditions - once 
cured will not re-emulsify 

 Waterproof - Outstanding low water vapour 
transmission properties 

 Unaffected by bathroom chemicals - 
excellent chemical resistance 

 Adheres to common internal wet area 
substrates -Excellent adhesion for tile 
adhesives, screeds and renders 

 Non-hazardous, Solvent Free - VOC level 
<93mg/L(SCAQMD Method 304-91) 

 

PROPERTIES  
 

Supply form  High viscosity liquid 
Colour  Orange 
Gloss level  Semi Gloss 
Density (approx.)  1.25 kg/litre 
Solids Content  80 ± 0.5% v/v 
Application Temperature 
(ambient and substrate) 

5°C-35°C 

Drying time @ 23°C / 50% RH 
Touch Dry  2 hours 
Re-coating interval  2-4 hours 
Serviceable (tiling) 24 hours 
Full cure  7 days 
Elongation  >440% 
Water Vapour 
transmission  

0.4g/24h/m2 

Shore A hardness  65 
Dry Film Thickness  1.2mm 

 

APPLICATION  
Surfaces must be clean, dry, suitably prepared and 
in a sound state prior to beginning the application. 
Substrates are recommended to be primed with 
MasterTop 1600 diluted 1:3 with water. Allow 
primer to dry before applying the membrane. 
If substrate is damp or there are issues with rising 
vapour, MasterTop 1116 waterbased epoxy 
primer is recommended to be used. 
Incidental nonporous surfaces such as puddle 
flanges and metal angles, should be primed with 
MasterSeal P 692. 
As a wet area membrane MasterSeal 615 requires 
a suitable bond breaker at all substrate junctions. 
MasterSeal 950/960/970 should be used to protect 
the wall-wall and floor-wall junctions. Detailed 
instructions are found in the installation guide for 
“MasterSeal joint tapes”. Treat the wall-wall joints 
and floor-wall joints and corners with the 
MasterSeal 950/960/970 tape by embedding the 
tapes fabric side down into a stripe of the 
membrane along the joint. Install corners first then 
the tape and then overcoat the exposed fabric to 
encapsulate the tape. 
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STATEMENT OF  
RESPONSIBILITY  

The technical information and application advice given in this BASF publication are based on the present state of our 
best scientific and practical knowledge.  As the information herein is of a general nature, no assumption can be made 
as to a product's suitability for a particular use or application and no warranty as to its accuracy, reliability or 
completeness either expressed or implied is given other than those required by law. The user is responsible for 
checking the suitability of products for their intended use. 

NOTE 

Field service where provided does not constitute supervisory responsibility.  Suggestions made by  
BASF either orally or in writing may be followed, modified or rejected by the owner, engineer or contractor since 
they, and not BASF, are responsible for carrying out procedures appropriate to a specific application. 

BASF Australia Ltd 
ABN 62008437867 
Construction Chemicals Division 
11 Stanton Road  Seven Hills, NSW 2147 
 

Sales Offices: 
Sydney, Brisbane, Melbourne, Adelaide, Perth 
Freecall: 1300 227 300 

BASF Emergency Advice:
1800 803 440  within Australia (24hr) 
0800 944 955  within New Zealand 
 

BASF New Zealand Ltd                45 William Pickering Drive, Albany, Auckland,  Phone:   0800 334 877 
BASF WEB SITES                        www.master-builders-solutions.basf.com.au   www.master-builders-solutions.basf.co.nz 

 

 

 
Apply the membrane to walls and floors as 
required. It is not necessary to completely cover 
the tape but this does not create any issue either. 
Allow membrane to cure overnight.  
MasterSeal 615 should be stirred before using 
and can be applied to both vertical and horizontal 
surfaces using a medium nap roller or brush. 
A minimum of two coats is recommended to be 
applied. 
For optimum performance a total minimum 
coverage of 1.5 litres/m2 is recommended. This 
results in a Dry Film Thickness of 1.2mm 
 
Note: 
 MasterSeal 615 is not designed for use a long 

term exposed membrane 
 Polymer modified cement based tile adhesive 

are recommended for direct adhesion to the 
membrane. 

 Acrylic or SBR bonding agents are 
recommended for applications of screeds and 
renders directly over the membrane. 
MasterEmaco P 157 is recommended. 

ESTIMATING DATA 
A minimum of two coats is recommended to be 
applied.  For optimum performance a total 
minimum coverage of 1.5 litres/m2 is 
recommended. This results in a Dry Film 
Thickness of 1.2mm.

 
PACKAGING 

MasterSeal 615 is available in 15 litre containers, 
with a net weight of 19kg 

SHELF LIFE 

MasterSeal 615 has a shelf life of 12 months. 
Store out of direct sunlight, clear of the ground on 
pallets protected from rainfall. 

PRECAUTIONS 
For the full health and safety hazard information 
and how to safely handle and use this product, 
please make sure that you obtain a copy of the 
BASF Material Safety Data Sheet (MSDS) from 
our office or our website. 
 
 
 
 
 
 
 
 
 

 
 
 
 
 
 
 
 
 


